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MOTORIZATION 20Nm 

BUBBLE COVER 

 

Dernière modification MLR le 22/10/18 V4.6 

 

 

▪ ▪ ▪ ▪  SUMMARY    ▪ ▪ ▪ ▪ 

1. Motor installation 
2. 2.1. Motor Preparation 

2.1. Removingthe base bracket 
2.2. Motor mounting 
2.3. Reassemble the stand and other parts  
2.4. Put solar panel eventually 

 

3. Regulation and learning 
3.1. Recording the remote control 

3.2. Choosing the operation (standby mode) 

4. Operation 
4.1. Movement by remote control 
4.2. Safety movement 

 
5. Loading and Maintenance 

5.1. Charger connection and duration of charge  
5.2. Hibernation 
5.3. Charging the batteries 

5.4. Solar panel 

 

▪ ▪ ▪ ▪  AVERTISSEMENTS    ▪ ▪ ▪ ▪  

 

Asutec reserves the right to make any modifications to the product without prior notice and rejects any liability for 
any kind of damage to persons and objects due to improper use or misuse. 
Before starting the installation of the kit, we recommend that you carefully read this booklet to familiarize yourself 
with its programming mode. 
This instruction manual is intended for qualified technicians in the field of automation. 
None of the information contained in this booklet may be useful to individuals. 
All maintenance or adjustment operations must be carried out by qualified technicians. 
 
The automation must be performed in accordance with the current regulatory systems. 
        Safety of machinery. Electrical equipment. Part 1 General rules 
        Safety in the use of automated materials, test method and test. 
        Safety of pool materials and electrical protection. 
 
Installation requires skills in electricity and mechanics. It must be done exclusively by a qualified technician and 
authorized to deliver the certificate of conformity by the installation. (Directive 2006/42 / EEC, -IIA) 
It is obligatory to conform to the norms of use of the materials in edge of basins of water or swimming pools. 
The manufacturer reserves the right to make any changes to the product without prior notice. 
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  INSTALLING MOTOR 

                  
Dismantle the original carrier 
                              Remove the old rotation support from the locking side of the winder        
Engine Mounting  

    Insert the motor into the tube as shown below 
          Position the end caps correctly, the motor must return without forcing 

 
 
 
                      
 
 
                                 
 
 
 
 
 
 
 
 
                       
 
 
 
 
 
 
 
 
 
 
 
 
 

                          

   

 
 

Replace the stand 
Tighten the locking screw, the pin must fit 

fully into the slot provided. 
 

Replace the handwheel and steering 
wheel attachment 

 
Optionally put the solar panel 

 

Pull the motor inside the tube till the top 

 

Set at  90.5 cm from the edge of the motor to fix the drive 

ring, the 3 screws in each groove of the tube, or at 120°. 

Don’t use old fixations 
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RULES OF LEARNING 

Recording the remote 
        Exit Standby mode eventually. (See paragraph operating mode). 
 
        Press again for 5 "on the button until the motor has a small 
movement (approximately 1 cm) 
 

         Then press on the Bp 1 of the knob until the motor again 
makes a small movement (about 2 cm) 
Careful, it is possible that the motor starts to wind 
up. To stop it press any Bp command. 
The knob 1 of the knob allows the opening or 
closing movement according to the side on which 
the motor.  
Button 3, the one below will allow the other 
movement 
(If you Program BP 2 will be associated with BP 4) 

 
 The motor stops by pressing one of the two movement buttons. 
           Inversion de commande des touches de la télécommande, ouverture et fermeture. Le bouton que 
vous utiliserez pour programmer le groupe (1-3 ou 2-4) générera l’enroulement moteur à gauche ou le 
déroulement moteur à droite. Si vous désirer changer cet ordre, refaite l’enregistrement avec l’autre boite 
du groupe 1-3 ou 2-4. 

OPERATION 

 

1) Exiting Standby mode by pressing the BP of the engine.
  
2) Tighten the control BP until the engine starts, and release 
the BP. 
3) To stop the engine from pressing the other BP. 
4) To restart, press the BP of the direction in which you want 
to go. 
5) At the end of stroke (opening and closing) it is necessary to 
stop the engine with another BP which has generated the 
movement. 

Safety movement 
In the case where the control is no longer available, it is possible to generate the 
winding without the control. 
Exit Standby mode and press the engine BP again. At the end of the race press 
the BP again. 
 
Standby Mode:  
This method saves battery power. 
5 min after the last move the electronics is put into Standby mode. 
It will be necessary to press the engine BP to exit this standby mode. 
Set or remove standby mode if you have a solar panel. 
 

        Return to programming (5 "support in BP) , release when the motor makes a 
movement and press again to put it on hold or delete. A Motion Short active mode, 
a long motor movement mode not activated 
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CHARGE AND MAINTENANCE 

Charger connection and duration of charge  
         Connect the charger to the jack next to the button. 
          

         The charging time is estimated to be 10 hours 
maximum. 
 

         The electronics automatically regulate the 
charging current, and limits by safety for the lifetime of 
the batteries, the discharge current. 
 

         The time of use in full load is estimated to 1 hour 
of use, approximately of 3 to 4 weeks. 
         In case of insufficient battery charge, the system 
is automatically placed in safety. 
 

         It is essential to use only the charger included in 
the kit for the correct use of the battery. Any other 
charger, would destroy the life of the batteries, and 
void the warranty of the equipment. 
 
Hibernation 
         It is recommended not to leave the battery unused in temperatures below minus minus 5 ° Celsius. 
It is imperative to store the engine during the winter period in order to ensure correct operation and 
guarantees. 
 

         We also recommend that you activate the standby mode so that the battery is not permanently 
charged; we also ask that you charge the maximum (12 hours charge) that will withstand the winter better. 
 

         When you leave the winter, recharge at night with the supplied charger, and possibly remove the 
standby mode. 
 

Replacing Batteries 
Changing the battery should be done by a 
professional 
 

        Only the batteries recommended by the 
manufacturer must be used. 
 
Solar panel 
The solar panel allows a permanent charge, and 
suppresses the standby mode. 
 
   Your installer will be able to supply you with the 
solar panel specially developed by the builder, with 
integrated load control. 
  
 

The solar panel will be oriented to the south, with the proper angle has its residential area. 
The closer to the equator, the greater the angle to zero. 
 
 
 
 
 
 

 


